
Lavatory Drain

Model 700-PP Push Pull®

ABs lavatory Drain with Overflow

sPECIFICATIONs
FEATURES:

•	 Theft-resistant	ABS	stopper
•	 Designed	for	heavy-duty	use	in	hotels,	motels,	
and	rental	property

•	 Replaceable,	drip-proof	Buna-N-Seal

PATENTS:
•	 U.S.	Pat.	No.	4,720,877

OPERATiON:
•	 Push	down	to	close;	pull	to	open.		
No	stopper	rotation	required.

PiPiNG/bOdy/STOPPER:
•	 5.875”	ABS	tube	with	stainless	steel	face;		
strainer	body	with	overflow;	3”	thread	length;	
1.25”	O.D.	Chromed	ABS	stopper	and	knob.

FiNiShES:
•	 Available	only	in	Chrome.

See price list for complete item numbers and available 
options.
When ordering, please specify complete item number  
and any applicable option codes.
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WATCO

®

For	more	information,	contact:

WATCO Manufacturing Company
1220	South	Powell	Road
Independence,	MO	64057-2724
Ph.	816-796-3900	•	800-821-8576
Fax	816-796-0875	•	800-399-2826
www.watcomfg.com



700-PP series Parts list
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item  Part #      description

	 1.	 11309CP	.... Knob,	Chromed	ABS
	 2.	 11532	......... PUSH	PULL®	Pin,	3/8	x	16
	 3.	 11505	......... PP	Friction	Ring
	 4.	 11290CP	.... Stopper,	Chromed	ABS
	 5.	 11507	......... Seal,	11/16”	dia.
	 6.	 11440	......... ABS	Tube/Strainer	Body	with	Overflow
	 7.	 10676	........ Basin	Plastic	Backing	Washer,	white
	 8.	 n/a	............. No	part	number;	comes	with	11440
	 9.	 n/a	............. No	part	number;	comes	with	11440




