
PEX PLUMBING

The QickCap® Copper Crimp Ring with 
Positioning Cap accurately positions the crimp 
ring on tubing to ensure proper installation. The 
QickCap simplifies installation of the crimp ring 
onto the tube, easing installation even in tight 
spaces. It can be used for both hot and cold 
water distribution plumbing systems.

Labor Saving

• Durable polymer QickCap properly aligns crimp ring,  
tubing, and fitting

• Positioning stop virtually eliminates ring movement  
during installation

• Indicator window provides visual confirmation tubing  
is fully inserted

Zurn PEX® 
QickCap®
Copper Crimp Ring System

Proven

• Reliable copper crimp ring creates 360 degree seal for  
leak-free connections

• Dependable ASTM F1807 fitting system meets plumbing  
and heating code requirements 

Versatility

• Broad 1/2"-2" size range covers residential and  
commercial applications 

High performance 
PEX tubing

Copper crimp 
ring

Positioning stopIndicating 
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Gripping barbs
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Product No. Description A (Inches) B (Inches) Bag Qty. Carton Qty.

QCR3XPC 1/2" PEX Copper Crimp Ring with Positioning Cap 0.32" 0.49" 100 1000

QCR4XPC 3/4" PEX Copper Crimp Ring with Positioning Cap 0.32" 0.49" 100 500

QCR5XPC 1" PEX Copper Crimp Ring with Positioning Cap 0.37" 0.54" 100 500

QCR6XPC 1-1/4" PEX Copper Crimp Ring with Positioning Cap 0.55" 0.82" 50 250

QCR7XPC 1-1/2" PEX Copper Crimp Ring with Positioning Cap 0.65" 0.94" 25 100

QCR8XPC 2" PEX Copper Crimp Ring with Positioning Cap 0.75" 1.14" 25 100

QPM43 QICK SERT CR MULTI-PORT TEES

Engineering Specifications
Zurn PEX QickCap Copper Crimp Rings with Positioning End Cap are for use with Zurn PEX tubing and fittings in potable hot and 

cold water supply application for commercial and residential plumbing systems. The copper portion of the crimp ring meets the 

requirements of ASTM F1807. The QickCap Crimp Rings with Positioning End Cap are available for 1/2" - 2" Zurn PEX tube sizes.

Product No. Description

QCRT3CM 1/2" Medium Crimp Tool

QCRT4CM 3/4" Medium Crimp Tool

QCRT3T 1/2" Large Crimp Tool

QCRTJT 5/8" Large Crimp Tool

QCRT4T 3/4" Large Crimp Tool

QCRT5T 1" Large Crimp Tool

QCQT23N 3/8" and 1/2" Close Quarters Crimp Tool

QCQT34N 1/2" and 3/4" Close Quarters Crimp Tool

QGA234P 3/8", 1/2", 3/4" Go/No Go Crimp Gauge

QGA5N 1" Go/No Go Crimp Gauge

Product No. Description

QGA6 1-1/4" Go/No Go Crimp Gauge

QGA7 1-1/2" Go/No Go Crimp Gauge

QGA8 2" Go Crimp Gauge

QCRBTKIT 3/8", 1/2", 3/4", and 1" Battery Powered Crimp Tool Kit

QCRBTKIT56 1" and 1-1/4" Battery Powered Crimp Tool Kit

QCRTLDM Zurn PEX Large Diameter Compact Crimp Tool 

QCRBKIT56-14V Zurn PEX 14V Battery-Powered Crimp Tool Kit  (1", 1-1/4")

QBJ6 1-1/4" Zurn PEX Crimp Head 

QBJ7 1-1/2" Zurn PEX Crimp Head 

QBJ8 2" Zurn PEX Crimp Head 

Accessories

Qick Sert CR® Multiport Tees QickPort® Manifolds Zurn PEX  
Radiant Heating Systems

Crimp ToolsZurn PEX  
High Performance Tubing


